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2.0

3.76

21.4°

ARP STUDS
M12-1.5 X 2.8"

6.9

.39

3.50

1.55

.380

3.94
100
4X

HUB SPLINE
22X0.9"
MATING CV KIT
GKN 171 498 099
ALT: GKN 191 498 099

1.50 MAX
ROTOR
BACKSPACE
(UPRIGHT)

2.00
CALIPER
BRACKET
BACKSPACE

7.2°
KPI .85 MAX

ROTOR
BACKSPACE
(STEERING ARM)

4.06

2.83

.87

RECOMMENDED MAX VEHICLE WEIGHT: 1,500 LBS (4g LOADING)
RECOMMENDED MAX POWER: 300hp (PER AXLE)

CUSTOM DRIVE AXLES AVAILABLE

LT UPRIGHT INSTALLATION DIMENSIONS
RODEND CONFIGURATION 'A' - UNIVERSAL F/R/LT/RT (STEERING ARM REVERSIBLE), FRONT STEER ARM
OTHER CONFIGURATIONS AVAILABLE

WEIGHT OF ASSEMBLY AS SHOWN, WITH BEARING AND STUDS: 5.75LBS
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1.09

BRAKE PACKAGE SHOWN:
WILWOOD POWERLITE RADIAL MOUNT CALIPER
WILWOOD UL-32 10.25" X 0.81" ROTOR

11.8
TYPICAL CLEARANCE

APPROXIMATE WEIGHT OF ASEMBLY AS SHOWN: 16lbs

RECOMMENDED WHEEL SIZE: 13" AND LARGER

LIGHT AND/OR LOW-POWER CARS CAN USE SMALLER ROTORS
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